














XTRONS

Factory Default

In the Main menu, use UP/DOWN keys to select Restore Factory Default item, and press “OK”
to restore the factory settings.
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Software Update

When there is an upgrade file in the USB flash drive, the USB Upgrade menu will display.
Select the file and press “OK" to confirm the update.

During the upgrade progress, do not turn the power off. Otherwise, it will cause the system
crash and the product cannot be powered on any longer.
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Specification

- RF input: 1 SMA-type terminal
- Input Impedance@Antenna: 750hm
- Frequency range: 48M Hz-866M Hz
- Signal level: -85dBm~0dBm
- Bandwidth: 6M/7M/8M
- Demodulation: QPSK,16QAM, 64QAM, 256QAM
- Guard interval: 1/4,1/8,1/16, 1/32, 1/128, 19/128, 19/256
-FEC:1/2,3/5,2/3,3/4,4/5,5/6
- Video Decoder:
MPEG-4 part10/MPEG-2 ISO/IEC 13818
MPEG-4 Simple/Main/Advanced Profile@LEVEL3(10Mbps) MPEG-2 Main Profilei#
Main Level(15Mbps)
H.264 MP#L3 (10Mbps).H.264 HPL4.1 (25Mbps)
- Audio Decoder:
MPEG-1, MPEG-2 (Layer I/11), MP3, AC-3 (Dolby Digital), AAC-LC, WMAE-AC-3
(Dolby Digital Plus) decoding
HE-AAC 5.1 multi-channel decoding
- Video System: PAL/NTSC
- Video output: CVBS/HDMI
- HDMI Resolution: 1920x1080p/1920x1080i
- Audio Output: Left / Right
- IR remote control
- USB for upgrade
-Input Voltage Range: 9V~16V
- Power consumption: <5W
- Operation temperature: -20-70°C,
Working limit: -25-75°C



